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ABSTRACT 
 

Nozzle clogging induces asymmetric surface flow causing vortex formation and inclusion defects. This work applies computational 
and experimental approaches with a one-third scale water model of the process. Flow patterns are predicted with a three-dimensional 

ε−k  turbulent flow model. Surface velocity, flow-direction, and vortex formation location and frequency are measured at the 
surface of mold. Asymmetric clogging was investigated by making reductions in the size of one of the ports of the bifurcated nozzle. 
The resulting increase in the asymmetries of the surface flow velocities, velocity time variations, and vortex occurrence frequency on 
opposite sides of the mold are quantified.
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INTRODUCTION 
 

Continuous casting is used to manufacture over 90% of steel in the world [1], so understanding and optimizing the process is 
important to minimize defects in steel. Most of the defects affecting slab quality are associated with surface flow in the mold [2]. 
Asymmetric surface flow in the mold is one of the main phenomena attributed to cause inclusion entrainment [3-6] which can make 
“sliver” defects in the rolled product, caused by inclusions being trapped in the solidifying shell in the mold  
 
Nozzle clogging is one of the severe problems that can induce asymmetric flow. The nozzle flow pattern can be changed by 
asymmetric flow through clogged regions, resulting in asymmetric flow in the mold. Asymmetric mold flow can cause faster surface 
flow on one side of the mold, causing level fluctuations, vortices [7-9] and instability of the interfacial layer between the molten steel 
and liquid mold flux [10]. These phenomena can entrain liquid mold flux into the molten steel, inducing entrapment of inclusions into 
the solidifying steel shell. On the other hand, slow surface flow can be induced on the opposite side, which results in abnormal low 
and nonuniform temperature, inducing nonuniform liquid mold flux layer thickness and serious problems during initial solidification. 
 
Previous researchers have studied the causes and effects of nozzle clogging in continuous casting. Rackers and Thomas classified the 
types of clogs as: agglomeration of deoxidation products, solid steel build up, agglomeration of complex oxides and reaction product 
build up; and the types of transport mechanisms of oxidation products to the nozzle wall as: turbulent recirculation zones, turbulent 
flow, rough nozzle wall and external corners [11]. Several researchers studied clogging detection [12] and clogging prevention [13]. 
Bai and Thomas investigated the effects of clogging near the slide-gate on nozzle flow, and found that clogging affects both flow 
pattern and pressure drop [14]. Recently, Zhang et al. evaluated the nozzle port clogging on inclusion removal, slag entrainment, heat 
transfer and prediction of breakouts [15].    
 
This work investigates the effect of nozzle clogging on fluid flow in the nozzle and mold using 1/3 scale water model experiments and 
computational modeling of the water model. Many previous successful studies of mold fluid flow have been done using water models 
[16-18] and computational modeling [19,20]. The current study applies water model experiments to quantify surface flow, vortex 
formation frequency, and computational modeling to explain the nozzle and mold flow pattern.  

 
METHODLOGY 

 
Water Model Experiments 
Experiments were performed using a 1/3rd scale water model of the real continuous casting process, shown in Figure 1. The model 
consists of a tundish, stopper-rod, Submerged Entry Nozzle (SEN), and mold. Vertical movement of the stopper-rod controls the water 
flow rate from the tundish through the SEN into the mold, by changing the size of the annular gap between the stopper end and the 
bottom of the tundish where it curves into the SEN. Water exits holes in the bottom of the mold to a holding water bath and is pumped 
continuously back up to the tundish. 
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Figure 1. (a) Schematic, (b) Pictures of 1/3 scale water model 
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Single-phase flow was adopted, so the possible effects of argon gas-bubble injection were not studied. The three nozzles were adopted 
for investigating the nozzle clogging effects on surface flow and vortex formation as shown in Figure 2. These nozzles have typical 
bifurcated, 35-degree down-angled rectangular ports. Clogged nozzles have the cross-sectional areas of their left ports decreased by 
33% (small-clog case) and 67% (severe-clog case) relative to the non-clogged right port. Further details are given in Table 1. Table 2 
provides details of the casting conditions, nozzle and mold dimensions of this 1/3rd water model and real caster. Similarity between the 
1/3 scale water model and the real caster conditions was determined based on maintaining a constant Froude number defined as the  
ratio of inertia force to gravitational force, v / gL  
 

 
(a) 

 
(b) 

 
(c) 

Figure 2. Nozzle of (a) no-clog case, (b) small-clog case and (c) severe-clog case 
  

Table 1. Dimensions of nozzle ports 
Left port Right port 

No-clog Small-clog Severe-clog All cases 
23.3mm

26.7m
m

 

19.0mm

21.8m
m

13.5mm 15.4m
m

 

23.3mm

26.7m
m

 
 

Table 2. Processing Conditions for Experimental and Computational Works 
1/3 scale water model Real caster

Casting speed 0.917 m/min 1.59 m/min

Water flow rate 34.4 LPM 537 LPM 
(3.77 Ton/min)

Mold width 500 mm 1500 mm
Mold thickness 75 mm 225 mm

SEN depth 60 mm 180 mm
998.2 kg/m3 (water) 7020 kg/m3 (steel)

0.001003 kg/m-s (water) 0.0067 kg/m-s (steel)
Nozzle (well-bottom type) port angle 35 degree

Nozzle ports
No-clog: Symmetric ports

Small-clog: 0.67 asymmetric left port, 
Severe-clog: 0.33 asymmetric left port

Nozzle bore diameter (inner/outer) 25 mm/46 mm 75mm/138mm

Shell no Yes
Gas injection no Yes

1/3 scale water model Real caster
Casting speed 0.917 m/min 1.59 m/min

Water flow rate 34.4 LPM 537 LPM 
(3.77 Ton/min)

Mold width 500 mm 1500 mm
Mold thickness 75 mm 225 mm

SEN depth 60 mm 180 mm
998.2 kg/m3 (water) 7020 kg/m3 (steel)

0.001003 kg/m-s (water) 0.0067 kg/m-s (steel)
Nozzle (well-bottom type) port angle 35 degree

Nozzle ports
No-clog: Symmetric ports

Small-clog: 0.67 asymmetric left port, 
Severe-clog: 0.33 asymmetric left port

Nozzle bore diameter (inner/outer) 25 mm/46 mm 75mm/138mm

Shell no Yes
Gas injection no Yes

fluidρ
fluidμ

 
 
Surface velocity measurements were performed using electromagnetic current sensor located at the five positions shown in Figure 3; 
1/2L, 1/4L positions on each side (L: distance across the mold width from the narrow face to SEN center) and the center position (in 
the gap between SEN outer wall and wide face). The sensor was dipped at the above positions from the free surface to measure 
instantaneous velocity signal at 10mm below free surface. Instantaneous surface velocity data were collected for 1000sec at a 
collecting frequency of 1 Hz with 1 Hz of response time. The sensor has a circular cylinder head with 8mm diameter and 20mm height, 
which can measure surface velocity, including in the small gap between the SEN and mold as shown in Figure 4. Two components of 
horizontal surface velocity are measured; one parallel and one perpendicular to the mold width direction. Flow direction angle and 
velocity magnitude are determined from the velocity components, to quantify the surface flow vector  
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To investigate nozzle clogging effects on vortex formation, sesame seeds were used as tracer particles for visualization and vortex 
phenomena were recorded with a video camera. Vortices were observed in four regions near the SEN, as shown in Figure 5. After 
recording, the number and location of all vortices lasting over 2 rotations were counted from the recorded video. The number of 
vortices in each region was divided by total measuring time (10 minutes) to calculate the local “frequency” of vortex formation. 
 
 
 

 
 
 
 
 
 
Computational modeling 
A three-dimensional finite-volume computational model was applied to investigate the flow pattern in a nozzle and mold for the no-
clog, small-clog and severe-clog cases. The steady-state, incompressible, Navier-Stokes equations with standard k - ε  model have 
been solved in the commercial computational fluid dynamics (CFD) package program, FLUENT to simulate the time-averaged 
turbulent flow. To decrease computer efforts, one-quarter nozzle and mold domains were used to simulate flow for the no-clog case 
along (4-fold symmetry) and half domains were used for the small- and severe-clog cases along (2-fold symmetry) as shown in Figure 
6. Hexahedral cells were used for structured meshing of each domain; 107,356 cells with no-clog case, 206,304 cells with small-clog 
case and 202,610 cells with severe-clog case. 
 
To obtain more accurate simulations of fluid flow in the mold, the SEN domain was connected with the mold domain and calculated 
together [15]. For inlet boundary conditions where flow enters the sides of a cylinder representing part of the tundish bottom,the 
normal velocity was applied to match the flow rate in the 1/3 scale water model, along with 10-5 m2 /sec2 for turbulent kinetic energy 
and 10-5 m2 /sec3 for turbulent dissipation rate. At the mold bottom, outlet boundary conditions of 0 pascal of gauge pressure, 10-5 m2 

/sec2 for turbulent kinetic energy and 10-5 m2 /sec3 for dissipation rate were applied. The top surface of the mold was a stationary wall 
with 0 pascal shear stress components for free-slip boundary condition. For all three cases, convergence of solving the equations was 
defined when all scaled residuals were stably reduced below 10-4.  
 

1.2m

0.35m

0.423m
0.25m

0.175m

0.50m

0.35m

 
Figure 6. Domains and meshes of nozzle and mold   
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Figure 3. Locations of electromagnetic current sensor for measuring 

velocity 
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(b) 
Figure 4. (a) Picture and (b) schematic of electromagnetic 
current sensor 
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Figure 5. Regions where vortex formation was observed and counted 
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NOZZLE FLOW 
 

To investigate the effects of nozzle port clogging on nozzle flow, velocity magnitude contours and streamlines are presented in Figure 
7 for the three cases. The two clog cases have “small” clogging with the left port 33% smaller than the right port and “severe” 
clogging with the left port 67% smaller. The asymmetric port size causes asymmetric flow through the ports. The small-clog case has 
only 48% of the total flow rate exiting through the clogged left port. Severe clogging is much more asymmetric, with only 25% of the 
flow rate exiting through the clogged left port. Furthermore, higher velocity is induced through the non-clogged port, which causes 
higher momentum flow towards the right side of the mold. The back flow usually observed at the top of these oversized ports is not 
found in the clogged left port, which has low flow rate, low velocity, and a more uniform velocity profile.     
 

50%

<m/sec>

 
(a) 

  

No back flow, 
Spread jet

High 
momentum 

flow

52%48%

 
(b) 

No Back flow

High 
momentum 

flow

75%25%

 
(c) 

Figure 7. Flow pattern in the SEN with (a) no-, (b) small- and (c) severe-clogging 
 
Table 3 shows the jet characteristics leaving each nozzle port. As expected, increasing asymmetry of the port sizes causes increased 
asymmetry of jet velocity, jet angle, turbulent kinetic energy and turbulent kinetic dissipation rate. The vertical jet angle becomes 
larger (directed more steeply downwards) at the non-clogged port and smaller at the clogged port, relative to the average vertical jet 
angle with no clogging. The difference in vertical jet angle between the left and right port increases from 5.2 degree in small-clog case 
to 6.9 degree in severe-clog case. Average jet force is calculated by multiplying the flow rate and average jet speed. Total jet force 
from both ports increases with nozzle clogging. Asymmetry of jet force between the left and right ports increases with more clogging, 
from 12% difference with small-clogging to 58% difference with severe-clogging.         

 
Table.3 Jet characteristics 

No-clog Small-clog Severe-clog

Left Right Left Right Left Right

Weighted average nozzle port velocity in x-
direction (Outward) (m/sec) 0.450 0.451 0.568 0.550 0.542 0.636

Weighted average nozzle port velocity in y-
direction (Horizontal) (m/sec) 0.042 0.042 0.017 0.009 0.022 0.015

Weighted average nozzle port velocity in z-
direction (Downward) (m/sec) 0.315 0.315 0.343 0.404 0.327 0.497

Vertical jet angle (degree) -35.0 -35.0 -31.2 -36.4 -31.1 -38.0

Horizontal jet angle (degree) 0 0 0 0 0 0

Average jet speed(m/sec) 0.55 0.55 0.66 0.68 0.63 0.81

Flow rate (kg/sec) 0.286
(50%)

0.286 
(50%)

0.276
(48%)

0.296
(52%)

0.145
(25%)

0.427
(75%)

Averaged jet force (N) 0.157 0.157 0.182 0.201 0.091 0.346

Maximum velocity magnitude (m/sec) 0.98 0.98 1.10 1.17 0.87 1.28

Weighted average turbulent kinetic 
energy(m2/s2) 0.022 0.022 0.043 0.020 0.033 0.019

Weighted average turbulent kinetic energy 
dissipation rate (m2/s3) 0.782 0.783 2.12 0.797 1.47 0.731

Back-flow zone (%) 17.2 17.2 0 16.9 0 17.2

No-clog Small-clog Severe-clog

Left Right Left Right Left Right

Weighted average nozzle port velocity in x-
direction (Outward) (m/sec) 0.450 0.451 0.568 0.550 0.542 0.636

Weighted average nozzle port velocity in y-
direction (Horizontal) (m/sec) 0.042 0.042 0.017 0.009 0.022 0.015

Weighted average nozzle port velocity in z-
direction (Downward) (m/sec) 0.315 0.315 0.343 0.404 0.327 0.497

Vertical jet angle (degree) -35.0 -35.0 -31.2 -36.4 -31.1 -38.0

Horizontal jet angle (degree) 0 0 0 0 0 0

Average jet speed(m/sec) 0.55 0.55 0.66 0.68 0.63 0.81

Flow rate (kg/sec) 0.286
(50%)

0.286 
(50%)

0.276
(48%)

0.296
(52%)

0.145
(25%)

0.427
(75%)

Averaged jet force (N) 0.157 0.157 0.182 0.201 0.091 0.346

Maximum velocity magnitude (m/sec) 0.98 0.98 1.10 1.17 0.87 1.28

Weighted average turbulent kinetic 
energy(m2/s2) 0.022 0.022 0.043 0.020 0.033 0.019

Weighted average turbulent kinetic energy 
dissipation rate (m2/s3) 0.782 0.783 2.12 0.797 1.47 0.731

Back-flow zone (%) 17.2 17.2 0 16.9 0 17.2  
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MOLD FLOW PATTERN 
 

Asymmetric jet flow from the nozzle due to partial clogging of one port induces asymmetry of the mold flow pattern, causing an 
unbalanced double roll pattern, shown in Figure 8. With clogged nozzles, strong surface flow from the right narrow face crosses sides 
to suppress the uprising flow from the left narrow face. This decreases the size of the upper circulation region at the left side, where 
the port is partly clogged. In the severe-clog case, the flow does not rise upward after hitting left narrow face, due to the high strength 
of this cross flow coming from other side. The faster flow from the non-clogged side in this severe clog case generates strong upward 
and downward flows after hitting the right narrow face. The strong upward flow can be detrimental in shearing off liquid slag from the 
top surface. The strong downward flow can be detrimental by taking inclusions deep into the mold cavity along the right narrow face, 
inducing more internal defects. This inbalanced flow behavior in the mold is consistent with the nozzle flow explained with the help of 
jet angle and jet force in the previous section. 
 

< m/sec >

 
(a) 

 
(b) 

 
(c) 

 Figure 8. Flow pattern in the mold with (a) no-, (b) small- and (c) severe- clog case 
 

SURFACE FLOW VELOCITY 
 

To investigate nozzle clogging effects on instantaneous surface flow, the electromagnetic current sensor is used to measure the two 
horizontal components of instantaneous surface velocity at five places on the surface of the mold as a function of time. Flow direction 
angle, θ, as defined in Figure 9, is determined by arctangent calculation from two velocity components. Note that the coordinate axis 
definition for this calculation changes between mold sides.  
 
The unbalanced mold flow pattern induces asymmetric surface flow, as shown in Figures 10 and 11. Each graph shows the time 
variation of the velocity magnitude (black lines) and direction angle (blue lines) of the surface flow. Figure 10 sequentially shows the 
results at the 1/4 width location from the left narrow face, 1/2 width location from left narrow face, 1/2 width location from right 
narrow face and 1/4 width location from right narrow face. Results in the gap between SEN outer wall and mold inner wall are shown 
in Figure 11.  
 
Surface flow becomes slower and more chaotic toward SEN in both sides with non-clogged nozzle. This trend of velocity magnitude 
and direction angle of surface flow is same with clog cases. Nozzle clogging makes faster and more consistent surface flow from right 
NF same side with non-clogged port than left NF same side with clogged port. The faster surface flow is caused by more force of jet 
flow from non-clogged port, which result in more faster uprising flow after impinging at the narrow face. On the other side, surface 
flow at the left (slower) side is more chaotic than right side showing the large fluctuation of flow direction angle, and this trend is 
severe with more clogging. More asymmetrical flow between left and right side makes faster flow in the gap between SEN and mold. 
The flow in the gap with more clogged nozzle has more consistent direction angle with higher velocity. 
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Figure 9. Definition of flow direction angle on both sides of SEN 
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(c) 
Figure 10. Instantaneous velocity histories at the four different surface positions across the mold width with  

(a) no-clog, (b) small-clog and (c) severe-clog cases  
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(c) 
Figure 11. Instantaneous velocity histories through the surface center (gap between SEN and mold)  

with (a) no-clog, (b) small-clog and (c) severe-clog case 
 
Figure 12 shows the time-average flow pattern, including the measured velocity vectors and magnitudes (top) and calculated speed 
contours and streamlines (bottom). As shown in the instantaneous velocity histories in Figures 10 and 11, nozzle clogging causes 
asymmetry of the average surface flow in the mold. Flow at the right (non-clogged) side is faster than the left (clogged port) side, 
causing more flow towards the left narrow face, and faster flow in the gap between SEN and mold. With no clogging, flow in the gap 
is directed toward the wide face, as the surface flows impinge from both sides. This is quite realistic and physically consistent since its 
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a symmetry and normal velocity should be zero. With a clogged left port, the stronger surface flow from the right side overcomes flow 
from the left side. This causes consistent flow through the gap towards the left side with clogging.   
 
The measured and predicted surface flow directions differ at the left side of the mold. In the small-clog case, the flow direction at 1/2 
L position of left side is predicted towards the left narrow face. Surface flow direction with severe-clog case is totally directed towards 
the left side. This over-prediction of the severity of the surface asymmetry is caused by a slight over-prediction of the ½ L surface 
velocity on the right side, and the corresponding extra momentum that suppresses the left side flows. As shown in Figure 13, the 
surface velocity is predicted to be greatest at the ½ L location, but the measurements are greatest at the ¼ L location. These differences 
between simulations and measurements are likely due to the inability of this simple steady state turbulence model to capture the 
complex transient vortexing flow.  
 
In spite of this over-prediction of surface flow asymmetries between right and left, the predictions match reasonably well with the 
measurements of surface velocity, as shown in Figure 13. Nozzle clogging clearly induces strong asymmetric surface flow in the mold. 
Surface flow at the side of the mold with the non-clogged port is faster than the clogged-port side. More flow asymmetry between left 
and right sides induces faster flow in the gap between SEN and mold.       
 

No-clogNo-clog

Inside

Right 
NF

0.1m/sec

0.090
0.012

0.057 0.0950.053

1/4 1/2 1/2 1/4

Outside

Left 
NF

<m/sec>

 

Small-clogSmall-clog

0.1290.0650.0180.066 0.037

Inside

Right
NF

Outside

Left 
NF

 

Severe-clog

0.1690.130
0.085

0.0040.026

Inside

Right
NF

Outside

Left 
NF

Severe-clogSevere-clog

0.1690.130
0.085

0.0040.026

Inside

Right
NF

Outside

0.1690.130
0.085

0.0040.026

Inside

Right
NF

Outside

Left 
NF

 
Figure 12. Surface flow in the mold with (a) no-, (b) small- and (c) severe-clogged nozzle 
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Figure 13. Comparison of velocity magnitude between measurements and computational modeling 

 
VORTEX FORMATION 

 
Almost all vortices form within 60mm from the mold center in the four regions defined in Figure 5. Vortices at 1st and 3rd region rotate 
counter-clockwise and at 2nd and 4th region rotate clockwise, as shown in Figure 14. The number printed in each of the four regions is 
vortex formation frequency, calculated by counting how many vortices formed during 10 minutes. As expected, nozzle clogging 
causes asymmetric vortex formation with more vortices at the left side of the SEN. This is caused by more consistent and faster flow 
toward the left side through the gap between SEN outer wall and mold inner wall. In addition, more chaotic and slower flow at the 
1/2L location could be induced by vortex formation near SEN. Thus, variations of flow direction angle are more severe with increased 
clogging at the 1/2L location due to the increased vortices.     
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(c) 
Figure 14. Vortex formation frequency in the mold with (a) no-clog, (b) small- clog,  

(c) severe-clog nozzle 
 
The frequency of occurrence of vortices at the left (1st and 4th) regions are added and compared with the vortex frequency at the right 
(2nd and 3rd) regions in Figure 15(a) and Table 4 to show the effect of left-right asymmetric flow caused by nozzle clogging. As 
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expected, significant asymmetry is observed in the clog cases having asymmetric nozzle ports size, and more severe with more 
clogging. Similarly, the vortex formation frequencies at the inside (3rd and 4th) regions are added and compared with the vortex 
frequency at the outside (1st and 2nd ) regions in Figure 15(b) and Table 5 to show the effect of asymmetric flow by nozzle clogging on 
inside-outside asymmetry. As expected, asymmetry between vortex formation frequency on inside and outside radius locations is not 
significant in these 3 cases. Minor differences are likely due to the limitations of the vortex formation frequency measurement method 
and a need for longer time averaging. Significantly more (26% more) vortices are observed on the left side for the small-clog case, and 
all vortices are formed to the left of the SEN with the severe-clog case. These vortices are caused by the velocity difference between 
the left and right side, which causes flow through the gap between the SEN and the mold, and vortex shedding on the downstream side. 
Furthermore, clogging increases vortex formation. Specifically, the total vortex frequency increases by 7% with small-clog case and 
62% with severe-clog case relative to 8.2 /min with no clogging. Even with a non-clogged nozzle, many vortices are observed. These 
are due to random velocity variations between left and right sides, caused by turbulence in the mold. 
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Figure 15. Vortex frequency comparing (a) left and right region, (b) inside and outside region 
 

Table 4. Comparison of vortex frequency between              Table 5. Comparison of vortex frequency between                
                  left and right region                                      inside and outside region 

Vortex frequency(#/min) Left Right Total

No-clog 3.9 (48%) 4.3 (52%) 8.2

Small-clog 5.5 (63%) 3.2 (37%) 8.7

Severe-clog 13.3 
(100%) 0 13.3

Vortex frequency(#/min) Left Right Total

No-clog 3.9 (48%) 4.3 (52%) 8.2

Small-clog 5.5 (63%) 3.2 (37%) 8.7

Severe-clog 13.3 
(100%) 0 13.3

    

Vortex 
frequency(#/min) No-clog Small-clog Severe-clog

Outside 4.4 (54%) 4.3 (49%) 6 (45%)

Inside 3.8 (46%) 4.4 (51%) 7.3 (55%)

Total 8.2 8.7 13.3

Vortex 
frequency(#/min) No-clog Small-clog Severe-clog

Outside 4.4 (54%) 4.3 (49%) 6 (45%)

Inside 3.8 (46%) 4.4 (51%) 7.3 (55%)

Total 8.2 8.7 13.3
 

 
CONCLUSIONS 

 
Nozzle clogging effects on nozzle and mold flow have been studied with 3 cases of clogging (No-clog, Small-clog and Severe-clog). 
The results are summarized in Figure 16. 

 
More frequent 
vortex formation

Asymmetric flow

Deeper jet angle
Faster flow with 
more flow rate
Higher jet force

 
Figure 16.  Phenomena in the mold with a clogged nozzle 

 
 Asymmetrical port size due to clogging causes asymmetric flow rate, velocity, turbulent kinetic energy, dissipation rate and 

jet force, resulting in asymmetric jet flow between sides.  
 Increased, faster flow from the non-clogged nozzle port causes a deeper jet angle and higher force than from the clogged 

port, which causes asymmetric flow and an unbalanced double roll pattern in the mold. 
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 With severe clogging, the strong upward flow on the non-clogged side could shear liquid slag from the top surface, and the 
strong downward flow could penetrate inclusions deep into the mold cavity, causing internal defects.  

 Surface flow always becomes slower and more chaotic towards the SEN, due to vortices forming in four regions near the 
SEN.  

 With clogging, surface flow across the side with the non-clogged port is faster than with the clogged port. This stronger 
surface flow can cross the gap to suppress flow on the other side, and creates vortices.  

 Vortices are caused by asymmetric flow between right and left sides through the gap between the SEN and mold widefaces.  
 More clogging causes more asymmetry of flow between the two sides.  
 More clogging causes faster gap flow, and more vortices near the SEN on the side of the mold with the clogged port.  
 The steady-state standard k - ε  model shows a reasonable quantitative match with the measurements. This model over-

pridicts the asymmetric suppression of surface flow by the faster non-clogged side. The limited accuracy of this steady state 
model is perhaps due to complex transient vortexing flow. More accurate transient models, such as LES, are needed to 
improve model predictions. 
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